ELFORLIGHT

FQ Q-SWITCHED SERIES LASERS
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Model Name
Wavelength
Average Power
Spatial Mode
Repetition Rate
Beam Diameter
Beam Divergence
Polarization
Laser Head Size
Power supply
Control

Cooling

Power requirement

FQ-60-80-V-355 FQ-200-80-V-355 FQ-500-30-V-355

355nm
>60mW | >200mW | 500mW
TEMoo, M2< 1.5
>80kHz | 80-100kHz | 30kHz

2mm at output aperture

< 1mRad at 2mm diameter

>100:1

132mm x 110mm x 376mm

2U high 19 inch rack

RS232

Air cooled

100 - 240 VAC, 50/ 60 Hz Max 1000W

VISIBLE LASER RADIATION

AVOID EYE OR SKIN EXPOSURE TO
DIRECT OR SCATTERED RADIATION
CLASS 4 LASER PRODUCT

MAX OUTPUT: 1W

PULSE DURATION: 10-20nsec
WAVELENGTH: 355nm
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Elforlight Ltd, Nene House, Drayton Way, Daventry, Northants NN11 8EA, UK
Tel +44(0)1327 300069 | Fax +44(0)1455 552974
Web: www.elforlight.com | Email: info@elforlight.com
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